


NUMBER OF BRICKS NEEDED | CEMENT FOUNDATION MEAS- DISTANCE OF MIDDLE LEGS 















































FOR ARCH UREMENTS FOR ARCH BASE From Back End of Arch—And End of Ash 
ee or Pit (Both distances the same) 
Arch Size Fire Brick Common Brick Length Width 
3ft x 6ft 42 120 2ft 1113in 2ft 6in 
3it x 8ft 50 128 3ft 2ft 6lin 2ft llin 
3ft x 10ft 55 146 3ft Šin 2ft 6lzin 3ft 8lgin 
3ft x 12ft 60 155 3ft 1134in 2ft  613in 4ft 515in 
40in x 10ft 55 215 3ft 3in 3ft 7 3ft 94in 
40in x 12ft 60 232 3ft 1lin 2ft 1iljin 4ft 5!⁄in 
40in x 14ft 65 245 4ft  4in 2ft 114jin _ sft 31 yin . 
40in x 16ft 66 320 4ft 4in 2ft 1il,in 4ft 215in 3 sets legs (all same distance) 
4ft x 12ft 68 277 3ft 9in 3ft Sin 4ft 6%4in 2 “ “ 
4ft x 14ft 73 290 4ft din 3ft Sin 5ft Sin 2 
4ft x 16ft 74 334 4ft 6l4in 3ft Sin 4ft 1144in 3 “ “ (all same distance) 
Sft x 12ft 72 290 4ft Oin 4ft 4in 4ft 7min 2 “ “ 
Sft x 14ft 72 342 4ft Oin 4ft 4in 5ft 7yin 2 “ “ 
i i Back set 4ft 5! jin. from Back end of Arch 
iis is 397 An ath Ain f Front set 4ft 514in.from Back end of Ash Pit 
z i i Back set 5ft from Back end of Arch 
aie Eee n ae Sie Om Sip din } Front set 5ft from Back end of Ash Pit 
6ft x 18 25 4 0i 4 4i Back 4ft 7!2in. from Back end of Arch ; 
i: a a L ij fe os j Front 4ft 7!3in. from Back end of Ash Pit 


All these figures are outside dimensions, and for legs they locate the Center of the advised foundation. 
Begin your foundation work, Back end of arch. 


Arch 


Set the Arch perfectly level, otherwise it is impossible to get best results. With brick line the Arch all over 
inside. This will add years to the life of your Arch. First, line all space directly under neath the grates, then 
place the grates in position right side up, leaving 1-16in. space around each grate for expansion. Next line up 
the bottom incline directly back of the grates and the flat surface beyond. Then begin at the front of the Arch 
and ine up the sides. In lining the sides adjacent to the incline trim the bottom corners of bricks so that each 
row as you work toward the end of the Arch may be straight and parallel with top of the arch rail. For sides 
of the Arch, beyond the incline, place the bricks perpendicular to Arch—not horizontal—with flat surface of 
bricks against the metal. Use pulp plaster for mortar. It is desirable to use fire brick for lining the fire box and 
for lining the sides about one foot up the incline. Common bricks are all right for the rest of the work. 
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